
INSTALLATION INSTRUCTIONS
•	 Position shade in window; ensure shade is positioned 

correctly for electrical hook up.

•	 Secure the shade in position with the appropriate hardware 
for the mounting surface. All brackets on the shade must be 
securely mounted. 

ELECTRICAL CONNECTION
A dual-position rocker switch is required for shade operation.

•	 Connect the motor to the switch. The blue-stripped wire is 
the positive (+) connection. The white wire is the negative (-) 
connection. 

•	 The brown wire on the motor goes to the positive (+) ignition 
connection. Connecting this wire allows the shade to be 
programmed to have limited downward movement if the 
ignition is on (short range programming). 

STEP 1: ENTERING THE SHADE INTO 
PROGRAMMING MODE

PLEASE NOTE: Keep in mind you are setting the upper and lower limits 
you would like the shade to operate at while the ignition is on. For safety 
reasons it is recommended you do not set the lower limit below the 
driver’s line of sight.

         

A First make sure shade is fully raised using the wall up switch.

B Now locate the Setting Key/Learning Wire Switch, wire with the black 
button on the upper right end of the shade.
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C While holding the wall switch in the down position, press and hold 
the Setting Key/Learning Wire Switch until motor beeps. Hold until 
motor beeping stops.

      
D Release both switches. Motor has now entered the programming 

mode.

      

STEP 2: SHORT-RANGE PROGRAMMING
Setting Lower Limit

E Lower shade by pressing the “down” wall switch. Approximately 6” 
before the shade reaches your desired Lower Stop Position release 
the Down switch.

        
F Fine-tune your lower stop position by lightly pressing and releasing 

the down switch until you reach your desired lower stop position.
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For additional technical support, call 574-AIRXCEL (574-247-9235)

G Once you have reached your lower stop position press and hold 
the “up” switch and when the motor beeping stops, release the up 
switch. You have programmed the lower stop point.

        

STEP 3: SHORT-RANGE PROGRAMMING
 Setting Lower Limit

H From the position you just left it in, raise the shade by pressing the 
“up” wall switch. Approximately 6” before the shade reaches your 
desired upper stop position, release the up switch.

        
I Fine-tune your upper stop position by lightly pressing and releasing 

the up switch until you reach your desired upper stop position.

        
J Once you have reached your upper stop position press the “down” 

switch until motor beeping stops. You have now set the upper and 
lower limits for the shade in short range programming (ignition on.)
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STEP 4: LONG-RANGE PROGRAMMING
Long-range programming is done to establish the limits for 
shade movement when the ignition is off, for when you’ve 
reached your destination or rest area.
PLEASE NOTE: Short-range programming must be completed 
first.

K Power to the ignition wire on the motor should be turned 
off (brown wire — ignition off).

Long-range programming is done in the same manner used 
for short-range program with the exception of the ignition 
wire is not energized for long-range programming.

Lower limit is set first, upper limit is set last.

        

STEP 5: PROGRAMMING CHECK
With ignition power on, confirm that the shade stops at short-
range settings. With ignition power off, confirm that the shade 
stops at long-range settings. If shade does not operate as 
programmed, return to programming instructions beginning 
with short-range program step 1. If shade does not stop at 
programmed lower limit while ignition power is on, check to 
insure brown wire on shade motor is properly connected to an 
ignition positive connection.

Do not operate shade while driving until all programming steps 
have been completed and checked.
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